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TOS11G8 TOS12PCS TDS1LS TOSEBG TDSIMW TOS21GE  TDS22PCS
TDS2(58G  TOS2/1LS TOSZ3MW  METAL TURNING LATHES

INSTALLATION AND FOUNDATION

Once dellvary of a ‘Vicroy" Lothe has been ffectai the st thing 1o do s fo clesn the machine
horcughly Wt non corroiv solvent, wiing ay sftervards with 3 cean cloth. The unpainted rfces
Should e covered with 3 1 of good qulty machin al o rotect awnet 13t and diolourstion.

The standard and extra ecuipment should il be inspected and ciaaned. s carfuly put sway unil
rouired. At this stoge nstalltion can be state.

The Viceroy’ Metal Turing Lothe bse plates are of lare sres, sspacaly designd 1o be mountad on
ubber or et ads. Holes s io provided or bolting down i the radtonsl mannor, g 3 it oty

Instalation drawings and deiss of he andviraton pad o mats are wlabe on request, Whicheve
method is chosen fo the oundaton of the sth, 1t ¢ ssenl hat the loo under 1 machin s vl
a0 1 1 15 oo, adsauat st 10wl bo taken 10 ensure tht th lthe i secure, I 1 4 docded 10 bt
the aths down it I esental tht the locking nuts f he foundtion borts are NOT OVER-TIGT —
fing tght only. To snare the Lahe i accurately instlld 3 procion favel houd bo uied scros

e b t ot the hesdstoek.and tstoek ends. Twit i the ba sho not aneee 064 WD 0028"
per 1001 i the works tsted acsurcy i to bo wanemitad o the work oaing s Speclal adjstmnt
ctews undar th fet of the lathe bad s proviled, but under o crcumitancs iou'd thse b el
untl the cabinet basa has bee corecly avelad in eltionstip 1o he flor by g 3 ecion el
o the b, s each lthe s caefuly 5ot Up at works prior 1 shping.

AFTER THE INSTALLATION AND LUBRICATION IS COMPLETED THE FOLLOWING SHOULD
BE NOTEDI

SPINDLE spEEDS

“Ths range of 8 specs s shown on he headstoek chart icorporating th relativebel posilons rom motar
o counterieft pully. The spaeds are obtained by moving he "V bt 1o the poiions reuired on the
motor ond countarnaf pulleys insde th cabinr) in conuncrion with th back aest et 1 he ' o
“aut position.

BELT posiTIONING

For adjusing the bet 1 the fequied psition the bal ensanin ever, ited o the mr latform nide
thecabine bse, must b moved from the v ight| 1o th horizonta sscd) posiion. M. the cabine
door cannat b’ clokd unt the evr 1 n the vertel or iing poiion, threfrs e lathe canor b
oparstd i the it changa eyl 1+ complete

MOTOR PLATFORM ADJUSTMENT FOR BELT TENSIONING TO COUNTERISHAFT

Adjustment for el tensining s made by rising o loweing the foc nuts on the mator lstform support
spindie untlbettesio i scusted orrcty. I ot bl 1 abtan ortet tanion by 1 methed, shorten
o engehe the V" bl by removing o eding links 3¢ rauire.

COUNTER SHAFT TO_ SPINDLE BELT TENSIONING

Sight adjstment can be made by ciusting the e it 10 the bas of he counteshat brockets,
tension I ot sufiion 1 will b necesery 10 remavs oos o more ik o the bl

K
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“Th e f this typs of bel means spindles ec.do not eve o b ramorad for reparing ot replscng bls





